
CC-40 TANDAM AXLE SERIES
CONTAINER CHASSIS

CAPACITY: (1) 40’ CONTAINER
GENERAL DIMENSIONS: 40’ X 102”
MAIN FRAME: 12” X 4” 19LB/FT I-BEAM
CROSSMEMBERS: 8” FORMED C-CHANEL. 6” X 4” X 1/4” SQUARE
TUBING FRONT. 6” X 6” X 1/4” SQUARE TUBING REAR
LATCHING SYSTEM: (4) MANUAL TWISTLOCKS 
AXLES: (2) 30,000LBS 77” AMPRO® TANDEM AXLES
SUSPENSION: 56,000LBS 3 LEAF SPRING SUSPENSION
LANDING GEAR: AMPRO® 55,000LBS 2 SPEED SET
TIRES: 295/75R22.5 16PR
WHEELS: 22.5X8.25, 10-HOLE DISC, HUB-PILOTED, UNI-MOUNT
BRAKES:16.5”X 7”X 3/4” ACP®
HALDEX® ABS BRAKES ON BOTH AXLES, SENCES FROM REAR AXLE
LED STOP/MARKER LIGHTS
WEIGHT: 7,010LBS
POWDER COAT PAINT

SPECIFICATIONS:

WEBSITE


